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L’irregolarità delle tessere è un effetto voluto e ricercato ed è pertanto da 
considerarsi una caratteristica intrinseca del prodotto. Metal può presentare 
un effetto specchiato o non specchiato. Questa caratteristica deriva da 
una particolare lavorazione aggiuntiva che consiste nell’applicazione sul 
retro della tessera e a freddo di una sottile pellicola dorata e metallizzata 
che viene protetta da una speciale vernice. Il tutto conferisce al mosaico 
un effetto anticato. Queste due tipologie di  tessere sono indicate solo per 
uso interno. Viene altresì sconsigliato l’utilizzo in bagno e/o comunque in 
ambienti con forte umidità.

The irregularity  in the chip shapes is intentional and helps to make 
this product special ;  i t  is  an intr insic feature and not a defect. 
Metal  may have a mirror  or  non-mirror f inish.  This characterist ic 
is provided by a specif ic addit ional cold process in which a thin 
gi lded metall ic f i lm, protected by a special  varnish,  is applied to 
the underside of the chip.  This gives the mosaic a t ime-worn antique 
effect.  These two types of chip are only suitable for  indoor use.  They 
are also not recommended for use in bathrooms and/or any other 
part icularly  damp locations.
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10x10x4  mm
3/8”x3/8”x1/8”

327x327x4  mm
12 7/8” x12 7/8” x1 /8”

M osaico in vetro fuso con diverse caratteristiche. 
Le tessere, a volte colorate, altre trasparenti, 
possono presentare o meno iridescenza in 

superficie. L’iridescenza è  data da una glossatura 
eseguita a caldo. La collezione Metal è costituita 
da tessere quadrate non perfettamente regolari, di 
spessore 4 mm e formato 10x10 mm, montate su rete 
in fibra di vetro. Le tessere formano fogli di dimensione 
327x327 mm in cui la fuga è di circa 0,9 mm*.

Fused glass mosaic with varying characterist ics. 
The chips,  some colored and others clear,  are 
produced with and without surface ir idescence. 
The ir idescence is created by a hot gloss coating 
process.  The Metal  col lection consists of  sl ightly 
i rregular square chips 4 mm thick and 10x10 
mm in size,  mounted on glass f ibre mesh. The 
chips form sheets of  327x327 mm with joints of 
about 0.9 mm*. 
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